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Burke Flooring Products, a Division of Burke Industries 
2250 South Tenth Street, San Jose CA 95112   

(408) 297-3500 E: Burkeflooring.com 

 
 Burke RubberMyte (Type TP) & Mercer Vinyl (Type TV) Wall Base  

And  
LEED  

 
Burke Flooring is a manufacturer of resilient rubber and vinyl flooring products. 
We appreciate the opportunity to participate in the LEED CI voluntary rating 
system. In response to typical questions about Burke’s Line of Resilient Wall Base 
and LEED point qualification, we offer the following for your consideration: 
 
 
 
 Indoor Environmental Quality (IEQ) Credit 7: Low Emitting Materials  
IEQ 7.1 Adhesives: All of Burke Flooring’s adhesives meet or exceed the VOC limits of 
the South Coast Air Quality Management District Rule #1168.  
 
SCAQMD Rule #1168 permissible VOC levels:  
Rubber and Vinyl Flooring Adhesives = < 100 grams/liter of adhesive  
Cove Base Adhesives = < 100 grams/liter of adhesive  
 
Burke Flooring BR-101 Cove Base Adhesive = 0 grams/liter  
Burke Flooring BR-711 Rubber & Vinyl Tile and Tread Adhesive = 0 grams/liter  
Burke Flooring BR-715 Epoxy Nose Filler = < 12 grams/liter  
Burke Flooring BR-721 Two-Part Epoxy Adhesive = < 12 grams/liter  
Burke Flooring BR-725 Two-Part Urethane Adhesive = 15 grams/liter  
 
(Note: Product Specification and Material Safety Data Sheets are available upon 
request for all Burke Flooring Adhesive products.) 
 
 
MR Credit 5: Environmentally Preferable Materials: Transportation  
MR 5.1: Specify building materials and products that are manufactured regionally 
within a radius of 500 miles or transported with efficient shipping methods.  
 
Burke Flooring manufactures RubberMyte Wall Base and Mercer Vinyl Wall Base in 
Umatilla Florida. The plant’s zip code is 32784-8070. 


